
Prescribed surface fires are being investigated,
in conjunction with thinning, as silvicultural
tools for assisting in the regeneration of mixed
oak forests in the Central Hardwoods Region.
Fires were conducted on 2001 March 28 and
2001 April 4-5, respectively, at the Tar Hollow
(TAR) and Zaleski (ZAL) State Forests, and at
the Raccoon Ecological Management Area
(REMA] in southern Ohio. The three sites had
been previously surveyed into a 50-m grid. A
total of over 400 grid points was established
across the three areas. 

Each of the sites was previously divided into
two treatments of roughly 20 ha each: burn
only [B] or thin plus burn [TB]. Thinning had
been performed during the 4 months prior to
the burns. Just prior to the fires, the grid
points were instrumented with stainless steel
temperature probes (Type K thermocouple)
installed 25 cm above the ground surface, with
air temperature logged every 2 s. Buried Hobo®‚

(Onset Computer Corporation) data loggers suc-
cessfully captured temperature data for 290 of
the points. Because of difficulties with sensor
failure at the first burn (TAR), only about a
quarter of the grid points were assayed for that
site. Nearly 100 percent of the sensors recorded
data on the other two sites. 

With these data, four measures of fire intensity
or timing were available at each grid point: 
1) maximum temperature; 
2) duration of temperature above 30º C; 
3) a heat index, defined as the summed

temperatures above 30º C (an integral
under the temperature curve); and 

4) time of maximum temperature.  
These data showed that TAR, though less well
assayed because small sample size, had the

coolest and most patchy fires, with maximum
and average temperatures of 226º C and 103º C
for the TB unit and 293º C and 114º C for the B
unit (table 1). Less than 30 percent of these
sensors recorded temperatures of at least
150º C, a temperature shown earlier to cause
significant mortality to saplings.  

The REMA fires had maximum and average
temperatures of 356º C and 124º C for the
TB unit and 354º C and 155º C for the B unit
(table 1). A greater percentage (33 to 42 percent)
of these sensors recorded temperatures of at
least 150º C. The most intense fires were
recorded on the ZAL site, with maximum and
average temperatures of 415º C and 139º C for
the TB unit and 397º C and 172º C for the B
unit. The highest proportion (35 to 68 percent)
of these sensors recorded temperatures of at
least 150º C.  

Interestingly, the TB units consistently burned
cooler than the B units; perhaps the additional
slash resulting from the thinning had not dried
sufficiently to increase fire intensity on the
sites, but rather it inhibited the movement of
flames across the units. In addition, the skid
roads and other logging activity likely disrupted
the fuel layer, and thus fire movement, in
some regions.

The temporal assessment of the maximum
temperatures allowed us to evaluate and visual-
ize some aspects of the fire behavior, including
a web-based simulation of the fire at the Zaleski
site: http://www.fs.fed.us/ne/delaware/4153/
ffs/zaleski_burn.html. The simulation shows
that fires were generally cooler with a slower
rate of spread in the valleys, with hotter, faster
fires on the higher ground.
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